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NOTES:

BACK LOT LINE CONSTRUCTION

COMPANY SERVICE FACILITIES
METER FITTING SHALL BE LOCATED IN THIS AREA

1. THE ABOVE DRAWING SHOWS VARIOUS SHAPED HOUSES AND COMPANY

FACILITIES WITH BOTH FRONT AND BACK LOT LINE CONSTRUCTION.

2. THE SERVICE INSTALLATION TEAM WILL LOCATE ALL SINGLE AND TWO FAMILY
RESIDENTIAL SERVICES 400 AMPERES AND BELOW.

SERVICES OVER

3. THE COMPANY WILL NOT INSTALL SERVICE CABLE TO A METER FITTING

WHICH IS NOT IN PRESCRIBED AREA AS INDICATED ABOVE.
4. SEE DRAWING GB5—020 FOR INSTALLATION REQUIREMENTS.

5. SEE SECTION 565 FOR UNACCEPTABLE METER L

RESIDENTIAL METER LOCATIONS FOR

REV. 5—-28-08

UNDERGROUND SERVICE

GB5-010
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REV. 5—-15-96

PRELIMINARY INSTALLATION
INSTRUCTIONS FOR BUILDER

. NO BOTTOM REQUIRED.

. PLACE BOX NEXT TO FOUNDATION—DO NOT INSTALL TOP.
. INSTALL STAKES.

. GRADE TO WITHIN £4” OF FINAL GRADE—CLEAR DEBRIS.

APUN—

COMPANY

. TRENCH & INSTALL CABLE.
. LOOP 7 FT. OF CABLE IN BOX.
. ATTACH TOP TO BOX.

NN =

FINAL INSTALLATION
ELECTRICAL CONTRACTOR

. REMOVE LID AND BOX.

. INSTALL CABLE IN CONDUIT AS REQUIRED
AND FASTEN TO WALL.

. INSTALL METER CABINET ON CONDUIT AND
FASTEN TO WALL.

. INSPECT SERVICE AND TAG.

. CALL (317) 261-8222 TO REQUEST SERVICE.

(O W N —

COMPANY

. MAKE CONNECTION IN METER BASE.
2. INSTALL METER AND ENERGIZE SERVICE.

—_

CUSTOMER TO BE RESPONSIBLE FOR
PROTECTION OF SERVICE EQUIPMENT.

NEW RESIDENTIAL SERVICE CABLE
INSTALLATION TO FOUNDATION
OPTIONAL METHOD

GB5-050










Iﬂ INDIANAPOLIS POWER & LIGHT CO.

SINGLE METER PEDESTAL, FACE METER

TOWARDS FRONT OF LOT.

THE DEVELOPER

IS RESPONSIBLE FOR LOCATING METER
PEDESTAL IN CROSS—HATCHED AREA TO
MEET THE REQUIREMENTS AS SHOWN BELOW.

10° TRENCH FOR
MAx/,Za/ COMPANY CABLES
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NOTES:

1.
2.
3.

COMPANY SERVICE CABLE, 3 WIRE, 120/240V.
COMPARTMENT FOR CUSTOMER’S SERVICE EQUIPMENT

THE CONTRACTOR SHALL GROUND THE SERVICE FACILITIES. THE CONTRACTOR SHALL

DRIVE THE GROUND ROD(S) ON METER SIDE OF PEDESTAL TO AVOID COMPANY CABLES
THE COMPANY WILL CONNECT THE GROUNDING ELECTRODE CONDUCTOR TO THE
NEUTRAL AND EQUIPMENT GROUND IN CONNECTION COMPARTMENT.

THE METER PEDESTAL TO BE SUPPLIED BY CUSTOMER.

NOT APPROVED FOR THE INSTALLATION OF A METER ON THE SIDE.

THIS INSTALLATION IS FOR MOBILE HOME PARKS AND MOBILE HOMES THAT ARE

SINGLE METER PEDESTAL INSTALLATION

REV. 4—-4-95

FOR MOBILE HOME

120/240 VOLT, 1 PHASE, 3 WIRE

225 A MAXIMUM SERVICE

GB5-080




Iﬁ INDIANAPOLIS POWER & LIGHT CO.

DANGER: DO NOT DRILL OR
TAP HOLES IN
PEDESTAL.

CONNECTION
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J=\ GROUND ROD
PROVIDED AND

FRONT VIEW INSTALLED BY

CONTRACTOR.

SIDE VIEW

NOTES:
1. COMPANY SERVICE CABLE, 3 WIRE, 120/24QV.

2. COMPARTMENT FOR CUSTOMER'S SERVICE EQUIPMENT

3. THE CONTRACTOR SHALL GROUND THE SERVICE FACILITIES. THE CONTRACTOR SHALL
DRIVE THE GROUND ROD(S) ON METER SIDE OF PEDESTAL TO AVOID COMPANY CABLES.
THE COMPANY WILL CONNECT THE GROUNDING ELECTRODE CONDUCTOR TO THE

NEUTRAL AND EQUIPMENT GROUND IN CONNECTION COMPARTMENT.
4. THE METER PEDESTAL TO BE SUPPLIED BY CUSTOMER.

SINGLE METER PEDESTAL INSTALLATION

120/240 VOLT, 1 PHASE, 3 WIRE
225 A MAXIMUM SERVICE

NEW 6-—-10-04
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METER FITTING WITH MOLDED CASE
SWITCH FOR COLD SEQUENCE SERVICE
FURNISHED BY COMPANY, INSTALLED
BY CONTRACTOR.

IPL STOCK# 4008-325

SWITCH

CUSTOMER SERVICE EQUIPMENT\ \
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NOTES:

1. THE CONTRACTOR SHALL GROUND THE SERVICE FACILITIES. THE CONTRACTOR SHALL
DRIVE THE GROUND ROD(S) TO AVOID COMPANY CABLES.

2. CONDUIT SHALL BE TERMINATED WITH A BUSHING OR BOX ADAPTER.

FREE STANDING - UNDERGROUND INSTALLATION
120/240 VOLT, 1 PHASE, 3 WIRE
240/480 VOLT, 1 PHASE, 3 WIRE
200 A, TYPE Il INDOT SERVICE

REV NEW 7-17-09 GBS'097




Iﬁ INDIANAPOLIS POWER & LIGHT CO.

60" Min
NON—PAINTED CORROSION
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1. SEE APPROPRIATE GOLD BOOK DRAWING FOR THE METER CABINET BEING USED.

FREE STANDING STRUCTURE

FOR CT METERING

CABINET - UNDERGROUND INSTALLATION
120/208, 120/240, 277/480 VOLT 39 4 WIRE

REV. 6—19-03

250A TO 1200A SERVICE

GB5-100




Iﬁ INDIANAPOLIS POWER & LIGHT CO.
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ACCEPTABLE METER
CABINET LOCATIONS
(HATCHED AREA)
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METER FITTING STOCK
> 4008—-321 (120/208
4008—-190 (277/480

oy,

GRADE

SEE NOTE #2 /%/
4

/4

CODE

GB3—096
GB3-095
BY COMPANY, INSTALLED BY CONTRACTOR

AND
FURNISHED

NON—PAINTED CORROSION
RESISTANT UNISTRUT.

SEE GB3-095

DOOR SIDE| / 4/ IN METER CABINET

39
PMT

INSTALLATION OF PT'S

s

SEE SKETCH

2" GRAY SCHEDULE

80 PVC CONDUIT

NOTES

MINIMUM 3" GALVANIZED <>
STRUCTURAL STEEL CHANNEL
OR 3” RIGID GALVANIZED
CONDUIT (NO COUPLINGS)

. USE CENTER KNOCKOUT FOR METERING CONDUIT.
2. ALL SECONDARY CONDUIT AND CABLE SHALL BE CUSTOMER OWNED.

3. IF EXPOSED TO VEHICULAR TRAFFIC, CUSTOMER SHALL PROVIDE AND INSTALL
PROTECTIVE POSTS, AS APPROVED BY THE COMPANY.

5 T0 6

// AT TOP
— || f—+——o—

\f 7

48"

TRANSFORMER MOUNTED CT METERING ONLY
FREE STANDING - UNDERGROUND INSTALLATION

REV. 3-23-04

120/208 VOLT 39 4 WIRE
2771480 VOLT 39 4 WIRE
450A TO 3000A SERVICE

GB5-110






